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§194.20-7

the vessel. It shall be of watertight
construction.

(3) Inlets to exhaust ducts shall be
provided and located at points where
concentration of vapors may be ex-
pected. Ventilation exhaust outlets
shall terminate more than 6 feet from
any opening to the interior part of the
vessel and from any possible source of
vapor ignition. Terminals shall be
fitted with acceptable flame screens.

(4) The control for the power ventila-
tion system shall be conveniently lo-
cated and marked in a manner to clear-
ly identify the purpose of the control.

(b) Provisions shall be made so that
the chemical storeroom will be venti-
lated before it is entered. An Indicator
shall be provided outside the space to
show that ventilation is being pro-
vided. In addition, the storeroom shall
be marked ‘‘Danger—Ventilate Before
Entering.”

§194.20-7 Fire protection.

(a) Each chemical storeroom shall be
protected by a fixed automatic carbon
dioxide extinguishing system installed
in accordance with subpart 193.15 of
part 193 of this subchapter.

(b) Portable fire extinguishers are re-
quired in accordance with Table 193.50—
10(a) of this subchapter.

§194.20-9 Storage.

(a) Chemical stores shall be stored in
the chemical storeroom as prescribed
in §194.05-1(b).

(b) All items stored in the storeroom
shall be secured against shifting and
with due consideration for chemical
compatibility and safety standards.

(1) Items shall not be stowed on the
deck.

(2) Shelving shall be so constructed
as to provide a clear space of at least 4
inches between the bottom shelf and
the deck.

§194.20-11 Flushing systems.

(a) Provision shall be made for flush-
ing away chemical spills.

(b) If a drainage system is installed,
it shall be separate from any other
drainage system.
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§194.20-15 Chemical stores other than
compressed gases.

(a) Flammable liquids are excluded
from the storeroom unless contained in
properly marked and labeled metal
safety cans not in excess of 5 gallons of
each kind. Refer to subpart 194.05 for
applicable requirements governing
quantities greater than 5 gallons.

(b) Combustible liquids in approved
portable drums, barrels or containers
not in excess of 55 gallons of each kind
may be stored in the storeroom. Refer
to subpart 194.05 for applicable require-
ments governing quantities greater
than 55 gallons.

(c) Containers when used for dis-
pensing flammable and combustible
liquids shall be equipped with auto-
matic closing valves.

(d) Poisons listed in 49 CFR part 172
may be stored in approved containers
in the chemical storeroom.

(e) Explosives and oxidizing mate-
rials not for use in the chemical lab-
oratory shall not be stored in the
chemical storeroom.

(f) Chemical stores specifically men-
tioned in 49 CFR part 172 may be car-
ried in the chemical storeroom.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988]

§194.20-17 Compressed gases.

(a) Nonflammable compressed gases
(excluding oxygen) may be securely
stowed in the storeroom: Provided,
That no more than eight (8) cylinders
total are stowed simultaneously in the
same chemical storeroom.

(b) Flammable compressed gases and
oxygen shall be stowed in accordance
with 49 CFR part 176, subpart H.

(c) Compressed gas cylinders shall
have valve protection in accordance
with 49 CFR 173.301(g) and shall be safe-
ly stowed in a vertical position in suit-
able racks.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988]

§194.20-19 Piping and electrical re-
quirements.

(a) Piping, electrical equipment, and
wiring shall not be installed within or
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pass through a chemical storeroom ex-
cept as required for the chemical store-
room itself.

(b) The electrical installation shall
be in accordance with the applicable
requirements of Subchapter J (Elec-
trical Engineering) of this chapter for
Class I, Division 1, Group C hazardous
locations.

Subpart 194.90—Vessels Con-
fracted for Prior to March 1,
1968

§194.90-1 Requirements.

(a) Vessels contracted for prior to
March 1, 1968, shall meet the following
requirements:

(1) Existing arrangements, materials,
and facilities previously approved but
not meeting the applicable require-
ments of subparts 194.05 through 194.20
may be continued in service so long as
they are maintained in good condition
to the satisfaction of the Officer in
Charge, Marine Inspection. Minor re-
pairs, alterations, and replacements
may be permitted to the same stand-
ards as the original design: Provided,
That in no case will a greater depar-
ture from the standards of subparts
194.05 through 194.20 be permitted than
presently exists.

(2) All new installations, major alter-
ations, and major replacements shall
meet the applicable requirements in
this part for new vessels.

(3) The general requirements of sub-
parts 194.056 through 194.20 shall apply
unless in the opinion of the Officer in
Charge, Marine Inspection, it is unrea-
sonable or impracticable, or the ar-
rangement or construction of the ves-
sel makes it unnecessary.

PART 195—VESSEL CONTROL AND
MISCELLANEOUS SYSTEMS AND
EQUIPMENT

Subpart 195.01—Application

Sec.
195.01-1 General.
195.01-3 Incorporation by reference.

Subpart 195.03—Marine Engineering
Systems

195.03-1 Installation and details.

Pt. 195

Subpart 195.05—Electrical Engineering and
Interior Communications Systems

195.05-1 Installation and details.

Subpart 195.06—Lifesaving Appliances and
Arrangements

195.06-1 Lifesaving appliances and arrange-
ments.

Subpart 195.07—Anchors, Chains, and
Hawsers

195.07-1 Application.

195.07-5 Ocean, coastwise, or Great Lakes
service.

195.07-10 Lakes, bays, and sounds, or river
service.

195.07-90 Vessels contracted for prior to
March 1, 1968.

Subpart 195.09—Scientific Equipment

195.09-1 Application.
195.09-5 General.

Subpart 195.11—Portable Vans and Tanks

195.11-1 Application.

195.11-5 Scope.

195.11-10 Design and construction of port-
able vans.

195.11-15 Plan approval and inspection.

195.11-20 Marking and label plate.

195.11-256 Loading and stowage.

195.11-30 Portable tanks.

Subpart 195.17—Radar
195.17-1 When required.

Subpart 195.19—Magnetic Compass and
Gyrocompass

195.19-1 When required.

Subpart 195.27—Sounding Equipment
195.27-1 When required.

Subpart 195.30—Protection From
Refrigerants

195.30-1 Application.

195.30-5 General.

195.30-15 Self-contained breathing
ratus.

195.30-90 Vessels contracted for before No-
vember 23, 1992.

Subpart 195.35—Fireman’s Outfit

195.35-1 Application.
195.35-6 General.

195.35-10 Fireman’s outfit.
195.35-15 Stowage.
195.35-20 Spare charges.

appa-
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